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3. Monument Accessories. For any monument marking the location of a
q a quarter (1/4) corner, or a section corner (or
any other corner for which the surveyor desires accessory evidence),
at least two (preferably four) permanent or semipermanent witness
objects (sound trees, when available) shall be referenced.
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3. Any monument marking the location of a sixteenth-corner, a quarter-corner, or a
section corner shall be marked with the precise corner position, the proper
identification of the corner in accordance with Table 2 and/or the current BLM
manual, and the year of monumentation. Letters and numerals on survey
monument caps shall be neatly stamped with 3/16” or 1/8” steel dies and
oriented to read from the south.
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4.2

Corner Certificates. All section and quarter section corners with existing or set
monuments, and other original GLO controlling corners with monuments shall have a
corner record certificate submitted for filing with the State Surveyor’s office within 30
days of the completion of the survey with ties to these monuments. This certificate will
be provided by the State Surveyor’s office and there will be no filing fee required. The
certificate shall include the following information:

. Description of the original corner and accessories, subsequent surveys, evidence

found, and monuments and accessories established shall be given on the certificate.
For corners in municipal or other highly developed areas, original survey notes may be
omitted from the certificate if evidence of all original monuments and accessories are
lost or obliterated.

. Geographic position (latitude, longitude, elevation, datum, and positional accuracy)

may be entered on the certificate if available, with explanation of how the position was
determined.

. A detailed sketch shall be made on the certificate showing the monument,

accessories, buildings, fences or other features to aid in monument recovery. Survey
ties with references shall be shown on the sketch if used to determine the corner
position.
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Monument Accessories. For any monument found or set marking the location of a
quarter (1/4) corner, or a section corner, as well as any other comer for which the
surveyor desires accessory evidence, shall be referenced by at least two (preferably
four) permanent or semi-permanent witness objects (sound trees, when available).
Horizontal measurements shall be made from the monumented comer position to
the center of the base of reference trees at ground level, and to a readily identifiable
point or mark on any other witness obiects. On steep sites where a_horizontal
distance cannot be easily obtained, slope distance may be used and noted with the
accessory information.





